
1 | 22025-10-21 |  Subject to errors and technical change.  |  occhio.com/downloads

Coro spider 18 » air «
da�as�ee�

��� sus�ended luminaire s�ider cloud with 18 rod-sha�ed heads with �oom o�tic and round cano��. s�ider cloud 
�ersion �or sur�ace mounting. �oro s�ider con�igurations �lanned �or �er�ect �ositioning abo�e a dinner table. �able 
height 0.�5 m� room height 2�80 m���20 m� table length �.�0 m��.50 m. �nsemble can be �ersonali�ed b� indi�idual 
�ositions �or cable redirections and set o� cables.

�ersion with integrated �ower su��l� unit� connection to 2�0 � �� mains �oltage. Switching� dimming and �color tune� 
�ia �cchio air or �touchless control� �gesture control on head�. �ll heads are s�nchroni�ed �no indi�idual head control�. 
�he color tem�erature can be adjusted continousl� between 2�00��000 � �o�tional 2200��500 ��. �he �oom o�tic is 
glare-�ree and the beam angle continousl� adjustable between �0�80�.
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material aluminium� glass� ��� coated� �ainted� �lastic

cable length / arrangement 1�20 mm �room height 2�8 m� / arrangement height adjustable b� ↕ �00 mm

weight 11 �g

head / �oom gold� matt gold� rose gold �olished� matt sil�er� matt white� matt blac�� �hantom �olished� 
blac� �hantom �olished� dar� chrome �olished

�ads / co�er matt white� matt blac�

cable white� blac�

cano�� matt white� matt blac�

a�erage li�e time � 50.000 hrs

energ� e��icienc� class �his �roduct contains a light source o� energ� e��icienc� class � �2200��500�� or 
� �2�00��000��

�ower ��� 18 � � � �incl. �cchio �ower su��l� unit a��ro�. 1�� �� standb� � 0.5 ��

color rendering inde� ��� �a �2

color tem�erature �color consistenc�� color tune� 2200��500 � �2-ste��        2�00��000 � �2-ste��

dimming �ia �touchless control� and �cchio air

connection 2�0 � ��

�ermitted o�erating conditions ambient tem�erature 10 � �0��� �or indoor use onl�

                
0.2 m
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lighting effects
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Z 40
directed light (approx. 40°)

optics: zoom lens  

power: high color 6 W

luminous flux: 2700 K 170 lm
 3000 K 180 lm
 4000 K 210 lm
 2200–3500 K 130–170 lm
 2700–4000 K 150–180 lm
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Z 80
directed light (approx. 80°)

optics: zoom lens  

power: high color 6 W

luminous flux: 2700 K 270 lm
 3000 K 280 lm
 4000 K 320 lm
 2200–3500 K 200–260 lm
 2700–4000 K 230–280 lm

Coro spider 18 » air «
Lichtwirkungen
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100 % ≈ 2340 cd/klm
Z 40
gerichtetes Licht (ca. 40°) 

Optik: Zoom-Objektiv   

Leistung: high color 6 W

Lichtstrom: 2700 K 170 lm
 3000 K 180 lm
 4000 K 210 lm
 2200–3500 K 130–170 lm
 2700–4000 K 150–180 lm
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100 % ≈ 1150 cd/klm
Z 80
gerichtetes Licht (ca. 80°)

Optik: Zoom-Objektiv   

Leistung: high color 6 W

Lichtstrom: 2700 K 270 lm
 3000 K 280 lm
 4000 K 320 lm
 2200–3500 K 200–260 lm
 2700–4000 K 230–280 lm
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Z 40
gerichtetes Licht (ca. 40°) 

Optik: Zoom-Objektiv   

Leistung: high color 6 W

Lichtstrom: 2700 K 170 lm
 3000 K 180 lm
 4000 K 210 lm
 2200–3500 K 130–170 lm
 2700–4000 K 150–180 lm
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Z 80
gerichtetes Licht (ca. 80°)

Optik: Zoom-Objektiv   

Leistung: high color 6 W

Lichtstrom: 2700 K 270 lm
 3000 K 280 lm
 4000 K 320 lm
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 2700–4000 K 230–280 lm
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	CE
	IP20
	WEEE
	Abstand 0,2
	protection against heat

