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��� wall luminaire �or e�terior with s�herical head and single-sided light out�ut ��ertical�. �he lighting e��ect can be 
 decided u�on �urchase.

�he wall luminaire com�lies with �rotection class ���� and is thus dust-tight and jet-�roo�. �ersion �or sur�ace  mounting� 
connection to 230 � ���� mains �oltage ����� light engine�� dimmable �ia trailing-edge �hase-cut  dimmer�.    

ø 130

113

22,5°

material     aluminium� �ainted� o�tical glass    

weight     �.� �g    

head     matt white� gloss� white� matt blac�� dune� maroon    

a�erage li�e time     � 40.000 hrs    

energ� e��icienc� class 
 �luminous e��icienc��    

� ��2 �m / ��    

�ower     ��� � �    

color rendering inde�     �er�ect color� ��� �a ��    

color tem�erature �color consistenc�� 2�00 �� 3000 � �2-ste��    

dimming     b� trailing-edge �hasecut dimmer �    

connection     230 � �� / �0 ��    

�ower �actor �ower su��l� �cos ���     0.�    

�lic�er / strobosco�ic e��ect     � ��st��� / 0.� �S���    

�ermitted o�erating conditions     � 20�� to � 40��    
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lighting effects
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C80 contour
scattered light with contour beam angle
(approx. 80°)

inserts:  spherical glass
 small lens medium

luminous flux : perfect color 9 W 550 lm
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S 80 soft
scattered light with soft contour beam angle
(approx. 80°)

inserts:  spherical glass
 small lens medium
 soft edge glass

luminous flux : perfect color 9 W 490 lm

Sito giù
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through-wired with buried e�terior 
junction bo�    

through-wired with �lug in terminals    

�cchio air module in switch bo� or 
distribution bo�

ma�. 4 luminaires    

�cchio air module to be installed in a 
suitable �lace in a water-�rotected housing 
��lastic�
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