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Sito palo
�atas�eet    

��� bollard for e�terior with spherical head �adjustable up to 45� to the left and right� and single-sided light output �45��. 

�he luminaire complies with protection class ���5 and is thus dust-tight and jet-proof. �han�s to the optional ground 
 anchoring� it can be also mounted on loose ground. �onnection to 230 � ���� mains �oltage�  dimmable �ia trailing-edge 
phase-cut dimmer�.    
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p��pe�tie�     material     aluminium� painted� optical glass    

mo�abilit� head     45� �with stop and fi�able�    

weight     3.0 �g �ground anchor 2.3 �g�    

������e     head     matt white� gloss� white� matt blac�� dune� maroon    

bod�     matt white� matt blac�� dune� maroon    

���� �ight e�gi�e a�erage life time     � 40.000 hrs    

energ� efficienc� class 
 �luminous efficienc��    

� ��2 �m / ��    

power     ��� �8 �    

color rendering inde�     perfect color� ��� �a 9�    

color temperature �color consistenc�� 2�00 �� 3000 � �2-step�    

e�e�t�i�it�     dimming     b� trailing-edge phasecut dimmer �    

connection     230 � �� / 50 ��    

power factor power suppl� �cos ���     0.9    

flic�er / stroboscopic effect     � ��st��� / 0.9 �S���    

permitted operating conditions     � 20�� to � 40��    
�  �or a ���� o� co��a����� d����r�� ��� ����occh�o�co��d����n    
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Sito lighting effects
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100 % ≈ 771cd/klm
C80 contour
scattered light with contour beam angle
(approx. 80°)

inserts:  spherical glass
 small lens medium

luminous flux : perfect color 18 W 1100 lm
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S 80 soft
scattered light with soft contour beam angle
(approx. 80°)

inserts:  spherical glass
 small lens medium
 soft edge glass

luminous flux : perfect color 18 W 980 lm
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S 40 soft
scattered light with soft contour beam angle
(approx. 40°)

inserts:  spherical glass
 small lens medium
 fresnel lens

luminous flux : perfect color 18 W 870 lm

Sito palo
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ground anchor
for potting in concrete

width: 95 mm
height: 400 mm
depth : 95 mm

mounting accessories
Sito palo
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Sito palo
connect se�eral  luminaires    

through-wired with buried e�terior 
junction bo�    

through-wired with plug in terminals    

�cchio air module in switch bo� or 
distribution bo�

ma�. 4 luminaires    

�cchio air module to be installed in a 
suitable place in a water-protected housing 
�plastic�
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	CE
	IP65
	protection class 1
	WEEE
	Abstand 0,2
	distance 0.2
	protection against heat
	IK Code 05

