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Puro sistema quattro | sei
mains voltage halogen

Suspended luminaire - modular system consisting of body and head

Thanks to its unique modularity the Occhio head-body system delivers 
impressive lighting solutions for your room. For different lighting effects 
diverse, turnable reflector heads are available, which can be easily 
substituted at any time thanks to a simple plug-in mechanism. The diverse 
wall and ceiling boxes allow for all recessed and surface mounting options.

Suspended luminaire Occhio Puro sistema quattro | sei consisting of

body Occhio sistema quattro - different length and surfacees 
head Occhio Puro	          - different lighting effects and surfacees

material
aluminium, brass, steel, glass

surface
head: 	 chrome, alumimium anodised 
body: 	 chrome, matt chrome

length/ length of cable
125 cm | 4 ref lector heads or 200 cm | 6 ref lector heads 
length of cable max. 200 cm, length of suspension 200 cm

recommended lighting effects 
B, C, E see p.2 cutsheet

light source
mains voltage halogen, operating voltage 230 V
max.  4 | 6 x 100 W, B15d Eco, 
energy ef f iciency grade D, l ifetime 2.000 h

luminous flux (bulb)
60 W / 980 lm, 70 W / 1180 lm, 100 W / 1800 lm

color temperature / color rendering
2900 K / CRI 100

weight
body and ref lector head max. 6,2 kg

Puro sistema quattro | sei E

Puro sistema quattro | sei E
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0° 1276 1276 1276
5° 1030 1006 1030
10° 674 668 674
15° 436 460 436
20° 327 376 327
25° 314 384 314
30° 315 562 315
35° 185 300 185
40° 68 115 68
45° 26 47 26
50° 14 12 14
55° 6 2 6
60° 3 0 3
65° 1 0 1
70° 0 0 0
75° 0 0 0
80° 0 0 0
85° 0 0 0
90° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Fabrikat : Occhio
Bestellnummer : Puro C
Leuchtenname : Puro
Bestückung : 1 x QT18 - B15d 100 W / 1800 lm
Abmessungen : D 130 mm x H 40 mm
Dateiname : puro_C.ldt

Wirkungsgrad : 57.3%
Leuchten-Lichtausbeute : 10.31 lm/W (A70)
Lichtverteilung
Ausstrahlungswinkel

: sym. zu C0-C180 / C90-C270
: 21.3° C0-C180
  21.2° C90-C270
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0° 0 0 0
10° 0 0 0
20° 0 0 0
30° 0 0 0
40° 1 1 1
50° 1 1 1
60° 2 1 2
70° 4 2 4
80° 11 5 11
90° 25 12 25
100° 46 27 46
110° 74 53 74
120° 108 81 108
130° 146 114 146
140° 185 151 185
150° 218 190 218
160° 241 225 241
170° 253 248 253
180° 257 257 257

cd / 1000 lm

C0 / C180 C90 / C270

Fabrikat : Occhio
Bestellnummer : Puro B
Leuchtenname : Puro
Bestückung : 1 x QT18 - B15d 100 W / 1800 lm
Abmessungen : D 130 mm x H 40 mm
Dateiname : puro_B.ldt

Wirkungsgrad : 72%
Leuchten-Lichtausbeute : 12.96 lm/W (E13)
Lichtverteilung
Ausstrahlungswinkel

: sym. zu C0-C180 / C90-C270
: -- C0-C180
  -- C90-C270

Leuchtendaten
Occhio, Puro (Puro E)
LVK

Occhio GmbH   Wiener Platz 7   81667 München
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20° 341 344 341
30° 566 343 566
40° 58 36 58
50° 0 2 0
60° 0 0 0
70° 1 0 1
80° 1 0 1
90° 2 0 2
100° 13 2 13
110° 31 13 31
120° 51 31 51
130° 68 49 68
140° 82 67 82
150° 93 82 93
160° 98 93 98
170° 101 99 101
180° 101 101 101

cd / 1000 lm

C0 / C180 C90 / C270

Fabrikat : Occhio
Bestellnummer : Puro E
Leuchtenname : Puro
Bestückung : 1 x QT18 - B15d 100 W / 1800 lm
Abmessungen : D 130 mm x H 50 mm
Dateiname : puro_E.ldt

Wirkungsgrad : 80.4%
Leuchten-Lichtausbeute : 14.47 lm/W (B63)
Lichtverteilung
Ausstrahlungswinkel

: sym. zu C0-C180 / C90-C270
: -- C0-C180
  -- C90-C270
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Puro B
ref lector head for dif fuse light
in one direction

efficiency of reflector head
67%

material / surface
satinised, heat-resistant glass
reflector matt chrome or chrome 
f ixture matt chrome  or chrome

Puro C
ref lector head for directed light
in one direction

efficiency of reflector head
54%

beam angle
approx. 65° 

material / surface
lense optical glass 
ref lector matt chrome  or chrome 
f ixture matt chrome  or chrome

Puro E
ref lector head for dif fuse light in one direction 
and directed light in the other direction

efficiency of reflector head
76%

beam angle
approx. 65° 

material / surface
lense optical glass  
satinised, heat-resistant glass
fixture matt chrome  or chrome
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for four reflector heads, 
max. 4 x 100 W, mains voltage halogen 
B 15 d, incl. supply 250  cm, 
2 suspensions 200  cm and canopy, 
length 125  cm, span reflector heads 75  cm, 
excl. bulb

reflector sphere /  lense 
(max. 100 W) with diffusor*

satinised glass/ /  lense 
(max. 100 W) with diffusor*

satinised glass/ reflector sphere

for six reflector heads,  
max. 6 x 100 W, mains voltage halogen 
B 15 d, incl. supply 250  cm, 
2 suspensions 200  cm and canopy, 
length 200  cm, span reflector heads 75  cm, 
excl. bulb

Item number
_matt chrome M
_chrome C

* Diffusor necessary for ideal light distribution when using clear mains voltage halogen B15d bulb and lens

Puro C

8 K 00 41 _

Puro E

8 K 00 44 _

Puro B

8 K 00 12 _

2Q 10 00 _

sistema quattro

2S 10 00 _

sistema sei


